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Anti vandal switch 22mm

Color

Approx, 40,000 hours

LED
3.3V/ 6V/ 12V/ 24V/ 36V/ 110V/ 220V

PANEL CUTOUT & ILLUMINATED OPTIONS

220V

PANEL CUTOUT

22.00+.20
[.866+.008 in]

LENS OPTIONS

Non-illum. Ring-illum.Dot-illum.

9.00
[.354 in]

TECHNICAL DATA

Type L22A-F
Illuminated Options
Terminal

Non-llluminated/ Ring Illuminated/ Dot Illuminated/ Backlit label kit
Screw and Solder lug (2.8X0.5)

Max. Switch Rating Ith: 5A  Ui: 250VAC
Contact Resistance ≤50mΩ
Insulation Resistance

2000VAC
≥1000mΩ

Operation Temp
Mechanical Life
Electrical Life
Contact Material

-20℃~+55℃
1,000,000 Cycles

Torque
Silver Alloy
5~14Nm

Operation Pressure approx. 8N
Protection IP65/ IK10
Material
Actuator
Body
Base

Stainless Steel
Stainless Steel
PA

Dielectric Strength

>50,000 Cycles
DESCRIPTION

Panel Thickness: 
1-10mm for Momentary
1-12mm for Alternated

13.50
[.531 in]

RING ILLUMINATION
(Optional)

METAL
ACTUATOR

25.00
[.984 in]

18.00
[.709 in]

Security Devices Kiosks Electrical Housewares

APPLICATIONS / MARKETS

Industrial Controls Medical EquipmentYacht Controls

Parking Audio/ Visual Kitchen Car Controls

IlluminationIllumination Led-
Material Style Color Voltage Graphic
OptionsSeries       Options Options Options

Actuator Terminal Function
Options Options Options Options

L22A F- Flat NO NE- Solder- S- Stainless steel D- Dot illum. W- White NONE-  Base 

ORDER CODE

lug (2.8x0.5) R- Ring illum. Y- Yellow Voltage*
N- Screw

    --EENNOONN Non-marking
3.3VNONE- non-illum. B- Blue LE-  Laser etched
6VG- Green

R- Red 12V

36V
O- Orange 24V

110V

M- Momentary
1- 1NO1NC

Z- Alternated
1- 1NO1NC X- Backlit 

Label Kit**
NOTES：

1.8V @ 20mA for Red, Yellow and Orange LED colors / 2.8V @ 20mA for Blue, Green and White LED colors
* Base voltage on LEDs:

** 5 ICON labels included, 5 icon labels included, Flat actuator only



23

Anti vandal switch 22mm

ALTERNATED

MOMENTARY

BODY

O-RING

HEX NUT

DENOTES 
LED COLOR
LED VOLTAGE

B
12V

33.8 1.0
[1.33 .04 in]

2.00
[.08 in]

32.7 1.0
[1.28 .04 in]

DENOTES 
LED COLOR
LED VOLTAGE

M
22X1.0

BODY

O-RING

HEX NUT

B
12V

7.6
[.30 in]

7.6
[.30 in]

3
4 2

1

3
1 4

2

7.6
[.299 in]

7.6
[.299 in]

B
12V

B
12V

3.58/[.152 in]

0.50/[.197 in]2.8/[.11 in]

9.9/[.39 in]
M

22X1.0

2.00
[.08 in]

BODY

O-RING

HEX NUT

42.0 1.0
[1.65 .04 in]

2.00
[.08 in]

DENOTES 
LED COLOR
LED VOLTAGE

38.7 1.0
[1.52 .04 in]

DENOTES 
LED COLOR
LED VOLTAGE

BODY

O-RING

HEX NUT

B
12V

7.6
[.30 in]

7.6
[.30 in]

3
4 2

1

3
1 4

2

7.6
[.299 in]

7.6
[.299 in]

3.58/[.152 in]

0.50/[.197 in]2.8/[.11 in]

9.9/[.39 in]

B
12V

B
12V

B
12V

M
22X1.0

M
22X1.0

2.00
[.08 in]

(FORWARD)

(REVERSE)

(+) (-)
+

+

-

-

1NC 2NC

3NO 4NO

CONTACT CONFIGURATION
ILLUMINATED

CONTACT CONFIGURATION
NON-ILLUMINATED

1NC 2NC

3NO 4NO

FUNCTIONS

BL225

5 ICON labels included




